
Pneumatic actuators are calculated with air supply 6 bar(g)

A25

Specifications

Body: Brass nickel plated with ISO5211
direct mounting flange for mounting
actuator

Ball: Brass chromium plated, full bore
Stem: Brass nickel plated
Seat: PTFE
O-ring: Viton®
Connection: BSP female threaded
Pressure: max. 40 bar
Temperature: -20° upto +160°C

Only available with pneumatic or electric actuator.

Dimensions (mm)

Ø 1/4”
3/8”

1/2”
3/4 ”1 1 1/4” 1 1/2” ”2 2 1/2” ”3 ”4

ND 8 01 51 02 52 23 04 05 56 08 001

o B 9 9 9 9 9 9 11 11 41 41 71

OSI-PØ 63 63 63 63 63 63 05 05 07 07 07

A 33 33 33 53 5.54 94 46 52.37 78 89 5.911

E 7 7 7 7 9 9 11 11 51 51 81

gk 53.0 53.0 53.0 04.0 17.0 50.1 07.1 66.2 99.3 01.6 52.01

ø vL WDtcA vA vB vC vG vH WEtcA vA vB vC vG vH
1/4" 76 D0PA 011 56 15 - 89 S1PA 731 78 06 14 021
3/8" 76 D0PA 011 56 15 - 89 S1PA 731 78 06 14 021
1/2" 76 D0PA 011 56 15 - 89 S1PA 731 78 06 14 021
3/4" 67 D0PA 011 56 15 - 001 S1PA 731 78 06 14 221

"1 09 D0PA 011 56 15 - 111 S1PA 731 78 06 14 331

1 1/4" 201 D0PA 011 56 15 - 411 S1PA 731 78 06 14 631

1 1/2" 411 D2PA 051 301 37 5.44 761 S2PA 051 301 37 5.44 761

"2 831 D2PA 051 301 37 5.44 771 S3PA 402 021 58 5.94 491

2 1/2" 751 D3PA 402 021 58 5.94 702 S5.3PA 032 031 89 35 712

"3 881 D3PA 402 021 58 5.94 812 S5.3PA 032 031 89 35 822

"4 522 D5.3PA 032 031 89 35 052 S4PA 172 541 011 85 562



A35

Specifications

Body: Brass nickel plated with ISO5211
direct mounting flange for mounting
actuator

Ball: Brass chromium plated, full bore
L- or T-port

Stem: Brass nickel plated
Seat: PTFE
O-ring: Viton®
Connection: BSP female threaded
Pressure:  ¼” upto ¾” 30 bar

1” 16 bar
1 ¼” upto 2” max 10 bar

Temperature: -20° upto +160°C

Only available with pneumatic or electric actuator.

Pneumatic actuators are calculated with air supply 6

Dimensions (mm)

Ø 1/4”
3/8”

1/2”
3/4 ”1 1 1/4” 1 1/2” ”2

ND 8 01 51 02 52 23 04 05

9 9 9 11 11 11 41 41

L 76 76 77 78 501 5.221 5.831 661

OSI-PØ 63 63 63 05 05 05 07 07

H 5.26 5.26 5.36 57 5.97 39 5.311 5.321

R 021 021 021 071 071 071 032 032

m 5.33 5.33 5.83 5.34 5.25 52.16 52.96 38

gk 65.0 35.0 66.0 41.1 55.1 38.2 57.4 77.8

ø vL vD WDtcA vA vB vC vG vH WEtcA vA vB vC vG vH
1/4" 76 5.33 D0PA 011 56 15 - 69 S1PA 731 78 06 14 811
3/8" 76 5.33 D0PA 011 56 15 - 69 S1PA 731 78 06 14 811
1/2" 77 5.83 D0PA 011 56 15 - 89 S1PA 731 78 06 14 021
3/4" 78 5.34 D2PA 051 301 37 5.44 541 S2PA 051 301 37 5.44 541

"1 501 5.25 D2PA 051 301 37 5.44 051 S2PA 051 301 37 5.44 051

1 1/4" 5.221 52.16 D2PA 051 301 37 5.44 361 S2PA 051 301 37 5.44 361

1 1/2" 5.831 52.96 D3PA 402 021 58 5.94 491 S3PA 402 021 58 5.94 491

"2 661 38 D3PA 402 021 58 5.94 502 S3PA 402 021 58 5.94 502



A02

Specifications

Body: 2-pce full bore
Connection: BSP female threaded
Operation: SS lever with plastic cover
Pressure: max. 63 bar (1000 psi)
Temperature: CCCC-15° upto +180°C

Materials

Dimensions (mm)

metI noitpircseD 20A

1 ydoB 613SS

2 tresnI 613SS

3 llaB 613SS

4 taeS dellifssalg%51EFTP

5 laeS EFTP

6 metS 613SS

7 rehsawtsurT EFTP

8 laeS EFTP

9 dnalG 403SS

01 reveL 403SS

11 rehsaW 403SS

21 tuN 403SS

31 pirG citsalP

41 ecivedgnikcoL dradnatstoN

.mfA d L H W )gk(thciweg
1/4" 6.11 94 15 501 72.0

3/8 " 7.21 94 15 501 72.0
1/2" 51 75 35 501 23.0

3/4 " 02 56 95 521 05.0

"1 52 87 37 061 28.0

1 1/4" 23 5.09 87 061 52.1

1 1/2 " 83 501 19 091 39.1

”2 05 721 99 091 01.3



S02D

Specifications

- 2-pce ball valve
- ISO5211 mounting flange for direct mounting
- Blow-out proof stem
- Lockable lever

Working press.: max. 63 bar
Temperature: -30°C upto +180°C
Certificates:  3.1b

Materials

metI noitpircseD D20S

1 ydoB 613SS

2 tresnI 613SS

3 staeS dellifssalg%51EFTP

4 llaB 613SS

5 metS 613SS

6 laeS EFTP

7 rehsawtsurhT EFTP

8 laeS EFTP

9 dnalG 403SS

01 sgnirpscsiD SS

11 reveL 403SS

21 tuN SS

31 potS SS

41 pirG CVP

51 gnir-O ®notiV

61 batgnikcoL SS

71 citats-itnA 613SS

81 gnirpS 613SS

91 tloB SS

Dimensions

DN8- DN50 DN65- DN100



S02D, dimensions (mm)

Pneumatic actuators are calculated with air supply 6 bar(g)

ND Ø A B C D H L J 1J 1d 2d WS

8 "¼ 1.11 75 2.07 011 3.24 8 63 05 6 7 9

01 "8/3 1.11 75 2.07 011 3.24 8 63 05 6 7 9

51 "½ 51 55 9.07 011 3.24 8 24 05 6 7 9

02 "¾ 02 67 4.37 011 8.44 8 24 05 6 7 9

52 "1 5.42 38 1.48 531 45 01 24 05 6 7 11

23 "¼1 23 19 3.98 531 3.96 01 05 07 7 9 11

04 "½1 83 301 5.901 561 5.37 01 05 07 7 9 11

05 "2 05 021 9.811 561 9.28 8.41 05 07 7 9 41

ND Ø A B C D E 1J 2J 1d 2d WS L

56 "½2 56 551 551 003 701 201 07 11 9 71 1.71

08 "3 08 281 561 533 3.711 201 07 11 9 71 1.71

001 "4 001 042 081 533 3.231 201 07 11 9 71 1.71

gnitcaelbuoD gnitcaelgniS

ND Ø vL epyT vA vB vC vG vH epyT vA vB vC vG vH

8 "¼ 75 D1PA 731 78 06 14 3.921 S1PA 731 78 06 14 3.921

01 "8/3 75 D1PA 731 78 06 14 3.921 S1PA 731 78 06 14 3.921

51 "½ 55 D1PA 731 78 06 14 3.921 S2PA 051 301 37 5.44 3.541

02 "¾ 67 D1PA 731 78 06 14 8.131 S2PA 051 301 37 5.44 8.741

52 "1 38 D2PA 051 301 37 5.44 751 S3PA 402 021 58 5.94 471

23 "¼1 19 D2PA 051 301 37 5.44 3.271 S3PA 402 021 58 5.94 3.981

04 "½1 301 D2PA 051 301 37 5.44 5.671 S3PA 402 021 58 5.94 5.391

05 "2 021 D3PA 402 021 58 5.94 9.202 S5.3PA 032 031 89 35 9.212

56 "½2 551 D5.3PA 032 031 89 35 732 S4PA 172 541 011 85 252

08 "3 281 D5.3PA 032 031 89 35 3.742 S5.4PA 503 271 821 96 3.982

001 "4 042 D4PA 172 541 011 85 3.772 S5.4PA 503 271 821 96 3.403



A13 / A13C

Specifications

Body: 3-pce full bore with ISO5211
mounting flange for mounting actuator

Connection: BSP, NPT, BW or SW ends
Pressure: max. 63 bar (1000 psi)
Temperature: -15° upto +180°C

Materials

Pneumatic actuators are calculated with air supply 6 bar(g)

Dimensions (mm)

noitpircseD 31A C31A

ydoB 613SS leetsnobraC

llaB eroblluf,613SS eroblluf,403SS

metS 613SS 403SS

taeS dellifssalg%51EFTP dellifssalg%51EFTP

slaeS EFTP EFTP

1/4”
3/8”

1/2”
3/4 ”1 1 1/4” 1 1/2” ”2 2 1/2” ”3 ”4

dØ 6,11 7,21 51 02 4,52 23 83 8,05 56 08 001

WS/PSB-L 85 85 36 57 48 001 511 031 461 481 162

WB-L 85 85 36 77 58 201 611 131 561 581 562

OSI-P 63-30F 63-30F 63-30F 63-30F 24-40F 24-40F 05-50F 05-50F 07-70F 201-01F 201-01F

M 5M 5M 5M 5M 5M 5M 6M 6M 8M 01M 01M

H 15 15 55 95 37 87 19 99 031 241 471

W 501 501 521 521 061 061 091 091 052 052 092

gk 54.0 44.0 07.0 88.0 82.1 51.2 59.2 5.4 6.8 7.41 8.62

ND ø WBvL PSBvL ADtcA vA vB vC vG vH AStcA vA vB vC vG vH

8 1/4" 85 85 D0PA 011 56 15 - 241 S1PA 731 78 06 14 461

01 3/8" 85 85 D0PA 011 56 15 - 341 S1PA 731 78 06 14 561

51 1/2" 36 36 D1PA 731 78 06 14 861 S2PA 051 301 37 5.44 481

02 3/4" 77 57 D1PA 731 78 06 14 171 S2PA 051 301 37 5.44 781

52 "1 58 48 D1PA 731 78 06 14 571 S3PA 402 021 58 5.94 812

23 1 1/4" 201 001 D2PA 051 301 37 5.44 791 S3PA 402 021 58 5.94 422

04 1 1/2" 611 511 D2PA 051 301 37 5.44 512 S3PA 402 021 58 5.94 232

05 "2 131 031 D3PA 402 021 58 5.94 042 S5.3PA 032 031 89 35 052

56 2 1/2" 561 461 D5.3PA 032 031 89 35 572 S4PA 172 541 011 85 092

08 "3 581 481 D4PA 172 541 011 85 492 S5PA 063 581 041 - 453

001 "4 562 162 D5PA 063 581 041 - 924 S6PA 264 032 571 - 474



S13D / C13D: DN15-50

metI noitpircseD D31S D31C

1 ydoB 613SS leetsnobraC

2 spacdnE 613SS leetsnobraC

3 staeS dellifssalg%51EFTP dellifssalg%51EFTP

4 llaB 613SS 403SS

5 metS 613SS 403SS

6 laeS EFTP EFTP

7 laeS EFTP EFTP

8 laeS EFTP EFTP

9 dnalG 403SS 403SS

01 sgnirpscsiD SS SS

11 reveL SS SS

21 tuN SS SS

31 tloB SS SS

41 pirG CVP CVP

51 stloB SS SS

61 rehsaW SS SS

71 stuN SS SS

81 gnir-O ®notiV ®notiV

91 ecivedgnikcoL SS SS

02 llabcitatsitnA SS SS

12 gnirpS SS SS

Specifications

- 3-pce ball valve
- ISO5211 mountingflange for direct mounting

no brackets and adaptors have to be used
- Face to face for threaded valves acc. DIN3203

M4, for welded ends acc. DIN3202 S13
- Fire safe acc. API607 4th ed.
- Blow-out proof stem
- Lockable lever

Pressure: max. 63 bar (1000 psi)
Temperature: -30°C upto +180°C
Certificates: Fire safe acc. API607 4th ed.

3.1 b material certificate

Options

- 50% SS filled PTFE seats
- Carbon filled seats
- Kalrez® o-rings
- Etc.

Materials



V

S13D / C13D: DN15-50, dimensions (mm)

Pneumatic actuators are calculated with air supply 6 bar(g)

gnitcaelbuoD gnitcaelgniS

ND ø WBvL PSBvL epyT vA vB vC vG vH epyT vA vB vC vG vH

51 1/2" 57 57 D1PA 731 78 06 14 031 S2PA 051 301 37 5.44 641

02 3/4" 09 08 D1PA 731 78 06 14 231 S2PA 051 301 37 5.44 841

52 "1 001 09 D2PA 051 301 37 5.44 851 S3PA 402 021 58 5.94 571

23 1 1/4" 011 011 D2PA 051 301 37 5.44 361 S3PA 402 021 58 5.94 081

04 1 1/2" 521 021 D3PA 402 021 58 5.94 491 S5.3PA 032 031 89 35 402

05 "2 051 041 D3PA 402 021 58 5.94 402 S5.3PA 032 031 89 35 412

ND .mfA A B 1B C D E F 1F G J 1J WS 1d 2d H L gk

51 1/2" 61 57 57 9.07 011 9.12 71 3.12 2.52 63 24 9 6 6 3.24 8 695.0

02 3/4" 02 08 09 4.37 011 2.72 22 9.62 7.72 63 24 9 6 6 8.44 8 178.0

52 "1 5.42 09 001 1.48 531 43 82 7.33 33 24 05 11 6 7 45 01 953.1

23 11/4" 23 011 011 3.98 531 4.24 73 4.24 2.14 24 05 11 6 7 2.95 01 900.2

04 11/2" 83 021 521 5.901 561 3.84 34 3.84 3.94 05 07 41 7 9 5.37 8.41 409.2

05 "2 05 041 051 9.011 561 3.16 45 3.06 6.36 05 07 41 7 9 9.28 8.41 966.4



S13D / C13D: DN65-100

Specifications

- 3-pce ball valve
- ISO5211 mountingflange for direct mounting no

brackets and adaptors have to be used
- Face to face for threaded valves acc. DIN3203

M4, for welded ends acc. DIN3202 S13
- Fire safe acc. API607 4th ed.
- Blow-out proof stem
- Lockable lever

Pressure: max. 63 bar (1000 psi)
Temperature: -30°C upto +180°C
Certificates: Fire safe acc. API607 4th ed.

3.1 b material certificate

Options

- 50% SS filled PTFE seats
- Carbon filled seats
- Kalrez® o-rings
- Etc.

Materials

metI noitpircseD D31S D31C

1 ydoB 613/M8FC BCW

2 spacdnE 613/M8FC BCW

3 staeS %51+EFTP %51+EFTP

4 llaB 613/M8FC 403/8FC

5 metS 613SS 403SS

6 laesydoB EFTP EFTP

7 teksaG EFTP EFTP

8 laeS EFTP EFTP

9 gnirdnalG 403SS 403SS

01 ellivelleB
rehsawgnirpS

103SS 103SS

11 eldnaH 403SS 403SS

21 tunreveL 403SS 403SS

31 wercspotS 403SS 403SS

41 gnitaoccitsalP CVP CVP

51 stloB 403SS 403SS

61 rehsawgnirpS 403SS 403SS

71 tunstloB 403SS 403SS

81 gnirretneC 403SS 403SS

91 gnir-O ®notiV ®notiV

02 etalppotS 403SS 403SS

12 batgnikcoL 403SS 403SS

22 rehsaW 403SS 403SS

32 ecivedcitatS 613SS 613SS

42 gnirpS 613SS 613SS

52 wercS 403SS 403SS



S13D / C13D: DN65-100, dimensions (mm)

Pneumatic actuators are calculated with air supply 6 bar(g)

ND ø WBvL PSBvL ADtcA vA vB vC vG vH AStcA vA vB vC vG vH

56 2 1/2" 091 581 D5.3PA 032 031 89 35 732 S4PA 172 541 011 85 252

08 "3 022 502 D5.3PA 032 031 89 35 842 S5.4PA 503 271 821 96 092

001 "4 072 042 D5.4PA 503 271 821 96 503 S5PA 063 581 041 - 813

ND .mfA A B 1B C D E F N G J 1J WS 1d 2d H L gk

56 21/2" 56 581 091 551 003 77 1.67 8 1.28 07 201 71 9 11 701 1.71 43.01

08 "3 08 502 022 561 533 09 9.88 8 8.59 07 201 71 9 11 3.711 1.71 62.51

001 "4 001 042 072 081 533 5.511 3.411 21 8.711 07 201 71 9 11 3.231 1.71 6.42



S57D

Specifications

Body: 3-way, full port, L- or T-port
Connections: BSP female threaded
Operation: stainless steel lever with plastic cover
Working press.: max. 50 barg (800 psig)
Working temp.: -15°C upto 180°C

(higher temperature on application)
Mounting flange: according ISO5211 suitable for

direct mounting
Seats: 4 seat design
Locking: latch-lock lever standard
Option: reduced port

Materials

metI noitpircseD lairetaM

1 pacdnE 613SS

2 teksaG EFTP

3 ydoB 613SS

4 llaB 613SS

5 staeS EFTP-R%51

6 metS 613SS

7 rehsawtsurhT EFTP

8 gnir-O ®notiV

9 ®norvehC EFTP

01 dnalG 403SS

11 sgnirpscsiD 403SS

21 tuN 403SS

31 potstuN 403SS

41 recapS 403SS

51 etalppotS 403SS

61 tuN 403SS

71 reveL 403SS

81 revoC citsalP

91 nippotS 403SS



S57D, dimensions (mm)

Pneumatic actuators are calculated with air supply 6 bar(g)

ø vL vD ADtcA vA vB vC vG vH AStcA vA vB vC vG vH
1/4" 27 63 D1PA 731 78 06 14 521 S2PA 051 301 37 5.44 141
3/8" 27 63 D1PA 731 78 06 14 621 S2PA 051 301 37 5.44 241
1/2" 38 5.14 D1PA 731 78 06 14 921 S2PA 051 301 37 5.44 541
3/4" 99 5.94 D2PA 051 301 37 5.44 251 S3PA 402 021 58 5.94 961

"1 211 65 D2PA 051 301 37 5.44 851 S3PA 402 021 58 5.94 571

1 1/4" 521 5.26 D3PA 402 021 58 5.94 381 S4PA 172 541 011 85 802

1 1/2" 941 5.47 D3PA 402 021 58 5.94 491 S4PA 172 541 011 85 912

"2 471 78 D5.3PA 032 031 89 35 322 S5.4PA 503 271 821 96 562

elloV
taalrood

draadnatS
edreecudereg

taalrood

A B C 1d 2d E F G H K L troP troplluF
gk

tropdradnatS
gk

1/4" * 5.73 11 031 0.6 0.6 26 63 24 9 63 27 11 66.0 66.0
3/8 " 1/2" 5.83 11 031 0.6 0.6 26 63 24 9 63 27 21 66.0 66.0
1/2"

3/4 " 24 11 031 0.6 0.6 46 63 24 9 58.14 38 51 68.0 66.0
3/4 " "1 94 41 561 0.6 1.7 28 24 05 11 5.94 99 02 84.1 68.0

"1 1 1/4" 55 41 561 0.6 1.7 98 24 05 11 65 211 52 22.2 25.1

1 1/4" 1 1/2 " 36 81 502 1.7 2.9 89 05 07 41 5.26 521 23 22.3 81.2

1 1/2 " ”2 47 81 502 1.7 2.9 801 05 07 41 5.47 941 83 63.5 83.3

”2 * 39 22 523 2.9 4.11 041 07 201 71 78 471 05 07.9 62.5



S15D / C15D: DN15-50

metI noitpircseD D51S D51C

1 ydoB M8FC/613SS BCWleetS

2 tresnI M8FC/613SS BCWleetS

3 taeS EFTP

4 llaB M8FC/613SS 8FC/403SS

5 metS 613SS 403SS

6 laesydoB EFTP

7 teksaG EFTP

8 gnilaesmetS EFTP

9 gnir-O notiV

01 gnihsuB 403SS

11 srehsawgnirpselivelleB 103SS

21 eldnaH 403SS

31 tuN 403SS

41 tlobpotS 403SS

51 gnitaoccitsalP lyniV

61 batgnikcoL 403SS

71 gnirpS 613SS

81 ecivedcitatS 613SS

Specifications

- Wafertype ball valve
- Full port
- Seats/Seals in PTFE
- Pressure class PN16
- Flange PN16 DIN2501
- ISO5211 Flange for direct mounting of actuators
- Anti static
- Blow-out proof stem
- Lockable Handle

Working pressure: max. 16 barg
Temperature: -30° C up to +180°C

Options

- Fire safe execution
- Peek Seats
- Carbon filed seats, etc
- Materialcertificate 3.1

Materials



S15D / C15D: DN15-50, dimensions (mm)

gnitcaelbuoD gnitcaelgniS

ND epyT A B C E G H L thgieW
)gk(

epyT A B C E G H L thgieW
)gk(

)"2/1(51ND D1PA 731 78 06 02 14 141 24 56.2 S2PA 051 301 37 02 5,44 751 24 53.3

)"4/3(02ND D1PA 731 78 06 02 14 341 44 50.3 S2PA 051 301 37 02 5,44 951 44 57.3

)"1(52ND D2PA 051 301 37 02 5,44 661 05 02.4 S3PA 402 021 58 02 5,94 381 05 00.6

)"4/11(23ND D2PA 051 301 37 02 5,44 571 45 03.5 S3PA 402 021 58 02 5,94 291 45 01.7

)"2/11(04ND D3PA 402 021 58 02 5,94 891 86 04.7 -.3PA
S5

032 031 89 02 35 802 86 05.9

)"2(05ND D3PA 402 021 58 02 5,94 802 28 02.9 -.3PA
S5

032 031 89 02 35 812 28 03.11

muidemnoohcsneenenegnirgnittizEFTPtemnaarklegok,kurdthculgrab6podreesabegettoorggnivjirdnaa

NDNDNDNDND AAAAA CCCCC DDDDD EEEEE FFFFF GGGGG JJJJJ 1J1J1J1J1J ddddd 1d1d1d1d1d WSWSWSWSWS NxH NxH NxH NxH NxH LLLLL IIIII P Q thgieW
)gk(

)"2/1(51ND 61 56 59 98 411 41 63 24 6 6 9 4x21M 24 2 45 8 5.1

)"4/3(02ND 02 57 501 98 411 61 63 24 6 6 9 4x21M 44 2 65 8 9.1

)"1(52ND 52 58 511 101 781 61 24 05 6 7 11 4x21M 05 2 5.26 21 6.2

)"4/11(23ND 23 001 041 211 781 61 24 05 6 7 11 4x61M 45 2 27 21 7.3

)"2/11(04ND 04 011 051 611 222 61 05 07 7 9 41 4x61M 86 3 87 8.41 6.4

)'2(05ND 05 521 561 521 222 81 05 07 7 9 41 4x61M 28 3 2.78 8.41 4.6



metI noitpircseD D51S D51C

1 ydoB M8FC/613SS BCWleetS

2 tresnI M8FC/613SS BCWleetS

3 taeS EFTP

4 llaB M8FC/613SS 8FC/403SS

5 metS 613SS 403SS

6 laesydoB EFTP

7 teksaG EFTP

8 gnilaesmetS EFTP

9 gnir-O notiV

01 gnihsuB 403SS

11 srehsawgnirselivelleB 103SS

21 eldnaH 403SS

31 tuN 403SS

41 tlobpotS 403SS

51 gnitaoccitsalP lyniV

61 batgnikcoL 403SS

71 gnirpS 613SS

81 ecivedcitatS 613SS

91 etalppotS 403SS

02 rehsaW 403SS

12 tloB 403SS

S15D / C15D: DN65-100

Specifications

- Wafertype ball valve
- Full port
- Seats/Seals in PTFE
- Pressure class PN16
- Flange PN16 DIN2501
- ISO5211 Flange for direct mounting of actuators
- Anti static
- Blow-out proof stem

Working pressure: max. 16 barg
Temperature: -30° C up to + 180°C

Options

- Lockable Handle
- Fire safe execution
- Peek Seats
- Carbon fiiled seats, etc
- Materialcertificate 3.1

Materials



S15D / C15D: DN65-100, dimensions (mm)

gnitcaelbuoD gnitcaelgniS

ND epyT A B C E G H L thgieW
)gk(

epyT A B C E G H L thgieW
)gk(

)"2/12(56ND D5.3PA 032 031 89 02 35 732 301 8.41 S4PA 172 541 011 02 85 252 301 4.71

)"3(08ND D5.3PA 032 031 89 02 35 842 221 8.71 S5.4PA 503 271 821 03 96 813 221 2.32

)"4(001ND D5.4PA 503 271 821 03 96 503 251 3.82 S5PA 063 581 041 03 - 813 251 2.43

muidemnoohcsneenenegnirgnittizEFTPtemnaarklegok,kurdthculgrab6podreesabegettoorggnivjirdnaa

ND A C D E F G J 1J d 1d WS NxH L I P Q thgieW
)gk(

)"2/12(56ND 56 541 581 451 053 81 07 201 9 11 71 4x61M 301 3 701 1.71 5.01

)"3(08ND 08 061 002 561 053 02 07 201 9 11 71 8x61M 221 3 3.711 1.71 5.31

)"4(001ND 69 081 022 081 053 02 07 201 9 11 71 8x61M 251 3 3.231 1.71 02



V

S316D DN15-DN100

Specifications

- 3-Way flanged ball valve
- Full port, L ot T
- Seats/Seals in PTFE
- Pressure class PN16
- Flange PN16 DIN2501
- ISO5211 Flange for direct mounting of actuators
- Anti static
- Blow-out proof stem
- Lockable Handle•

Working pressure: max. 16 barg
Temperature: -30° C up to +200°C

Options

- Peek Seats
- Carbon filed seats, etc
- Materialcertificate 3.1

metI noitpircseD D613S

1 dne-egnalF M8FC

2 gnikcaP EFTP

3 ydoB M8FC

4 llaB 613SS

5 gnirtalF EFTP

6 laesydoB EFTP

7 metS 613SS

8 gnir-O notiV

9 gnilaesmetS EFTP

01 gnihsuB 403SS

11 gnirpselivelleB
srehsaw

103SS

21 tuN 403SS

31 gnirgnikcoL 403SS

41 gnirecnatsiD 403SS

51 etalpgnikcoL 403SS

61 tuN SS

71 eldnaH SS

81 gnitaoccitsalP CVP

91 nippotS 403SS

02 ecivedcitatS 613SS

Materials DN15-DN50



S316D / C316D, dimensions (mm)

ND L A C D E F G J 1J d 1d )gk(thgieW

)"2/1(51ND 061 14 11 031 0.6 0.6 46 63 24 9 51 63.4

)"4/3(02ND 771 94 41 561 0.6 1.7 28 24 05 11 02 26.5

)"1(52ND 091 55 41 561 0.6 1.7 98 24 05 11 52 2.7

)"4/11(23ND 802 36 81 502 1.7 .2.9 89 05 07 41 23 45.01

)"2/11(04ND 432 47 81 502 1.7 2.9 801 05 07 41 83 25.41

)'2(05ND 372 39 32 523 2.9 4.11 041 07 201 71 05 25.32



S316D  DN65 - DN100

gnitcaelbuoD gnitcaelgniS

ND WD A B C E G H L thgieW
)gk(

WE A B C E G H L thgieW
)gk(

)"2/12(56ND D5.4PA 503 271 821 03 96 503 003 1.82 S5.5PA 083 602 061 03 - 053 003 1.82

)"3(08ND D5.4PA 503 271 821 03 96 503 503 85.63 S5.5PA 083 602 061 03 - 053 503 85.63

)"4(001ND D5PA 063 581 041 03 - 813 5.863 3.06 S6PA 264 002 571 03 - 264 5.863 3.06

)g(rab6ylppusriahtiwdetaluclacerasrotautcacitamuenP

metI noitpircseD D613S

1 dne-egnalF M8FC3

2 ydoB M8FC3

3 metshtiwllaB M8FC3

4 troppuS SS613~EFTP

5 gnirtaeS EFTP

6 laesydoB EFTP

7 gnir-O notiV

8 gnilaesmetS EFTP

9 gnirecnatsiD SS403

01 srehsawgnirpselivelleB SS103

11 dnalG SS403

21 eldnaHeceiP-T SS403

31 nippotS SS403

41 tloB SS403

51 eldnaH SS403

61 lekceD SS613

71 tloB SS403

ND A C D E )gk(thgieW

)"2/12(56ND 441 004 26 003 1.82

)"3(08ND 261 005 67 503 85.63

)"4(001ND 281 056 69 5.863 3.06

Dimensions (mm)

Specification

- 3-Way Flanged Ball Valve
- Full port, L ot T
- Seats/Seals in PTFE
- Pressure class PN16
- Flange PN16 DIN2501
- ISO5211 Flange for direct mounting of actuators
- Anti static
- Blow-out proof stem
- Lockable Handle

Working pressure: max. 16 barg
Temperature: -30° C up to + 200°C

Options

- Peek Seats
- Carbon fiiled seats, etc
- Materialcertificate 3.1

Materials



Specifications

- 3-Way Flanged Ball Valve
- Full port, L ot T
- Seats/Seals in PTFE
- Pressure class PN16
- Flange PN16 DIN2501
- ISO5211 Flange for mounting of actuators with

bracket and adapter
- Anti static
- Blow-out proof stem

Working pressure: max. 16 barg
Temperature: -30° C up to +200°C

Options

- Lockable Handle
- Peek Seats
- Carbon fiiled seats, etc
- Materialcertificate 3.1

Materials

S316F / C316F DN125 - 200

gnitcaelbuoD gnitcaelgniS

ND AD vA vB vC E G vH vL thgieW
)gk(

AS vA vB vC E G vH vL thgieW
)gk(

)"5(521ND D6PA 864 002 571 03 - 146 814 2,59 4S01PA 057 533 092 05 - 198 814 5,102

)"6(051ND D8PA 365 052 512 05 - 157 724 7,261 5S01PA 057 533 092 05 - 198 724 962

)"8(002ND D8PA 365 052 512 05 - 297 235 7,062 6S01PA 057 533 092 05 - 198 235 763

)g(rab6ylppusriahtiwdetaluclacerasrotautcacitamuenP

ND A 1A B C D E F G H H L thgieW
)gk(

)"5(521ND 862 202 26 0001 521 63 521 21M 63 5,041 814 5,86

)"6(051ND 892 222 26 0021 051 63 521 21M 63 5,951 724 631

)"8(002ND 933 362 16 0051 002 63 521 21M 63 102 235 432

Dimensions (mm)

metI noitpircseD D613S

1 dne-egnalF M8FC

2 ydoB M8FC

3 metshtiwllaB M8FC

4 troppuS 613SS~EFTP

5 gnirtaeS EFTP

6 laesydoB EFTP

7 gnir-O notiV

8 gnilaesmetS EFTP

9 gnirecnatsiD 403SS

01 srehsawgnirpselivelleB 103SS

11 dnalG 403SS

21 etalpgnikcoL 403SS

31 eldnaHeceipnoitaxiF 403SS

41 eldnaH 403SS

51 dnalG 403SS

61 tloB 403SS

71 tloB 403SS

81 tloB 403SS

91 dnalGpoT 403SS
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